
PRODUCT SPEC SHEET
PO L I SH

PDT-TDS-14
REV.  10/ 2026

H E AV Y  RE SI N

3" Typhoon Resin Polishing Pads
A proven resin pad built heavier and denser than standard resin pads.

A proven design built heavier and denser than standard resin pads. High diamond
concentration and a dense composition resist separation from the backer during
polishing.

Heavier, denser
Built heavier and denser than standard resin
pads.

High diamond concentration
For a consistent resin sequence.

Stays on the backer
Dense composition resists separation during
polishing.

Full sequence
Eight grits, 30 to 3000. Terrco direct-mount
version available.

W H E R E  I T  FI TS

1 Grind
2 Transition
3 Polish
4 Burnish / maintain

BEFORE Transition (copper, ceramic or hybrid)
AFTER Guard, burnish or maintain

M A C H I N E S

Planetary grinder
Angle grinder
Floor machine / burnisher
Power trowel
Terrco

S U R FA C E S

Concrete
Terrazzo
Natural stone
Overlays & toppings

A P P LI C ATI O N S

Coating removal
Grinding
Transition
Polishing
Maintenance

JO B S I TE  TI P S

TE C H N I C A L S P E C I FI C ATI O N S

Diameter 3"

Speed Planetary 2,400–3,500 RPM · Rotary 750–1,000
RPM

Best for Full resin polishing sequences on concrete

Grits 30, 50, 100, 200, 400, 800, 1500, 3000

O R D E R I N G  I N FO R M ATI O N

Grit Part #

#30 STD-3TD-030

#50 STD-3TD-050

#100 STD-3TD-100

#200 STD-3TD-200

#400 STD-3TD-400

#800 STD-3TD-800

#1500 STD-3TD-1500

#3000 STD-3TD-3000

CONTRACTORS
Ask your distributor for
sequence recommendations
matched to your slab and
machine.

D I STRI BUTORS
Sold through authorized
distributors only. Contact us for
dealer pricing, stocking
programs and product photos
and copy.

OE M  PARTNE RS
We manufacture for leading
tooling brands. Ask about
private-label and custom
specifications.

Pro Diamond Tools
prodiamondtools.com/products/3-
typhoon-resin-polishing-pads
(657) 210-4486 ·
sales@prodiamondtools.com
3000 S Orange Ave, Santa Ana,
CA 92707

Specifications are subject to change without notice. Speeds and tool life are guidelines; results depend on concrete, machine and operator. Product names of other manufacturers are
trademarks of their respective owners and are used only to describe compatibility.

Dry · preferred Wet

Do not skip grits: each step should fully
remove the scratches from the one before.
Densify at the point in the sequence your
specification calls for (commonly after the
100 or 200 grit step).

https://prodiamondtools.com/products/3-typhoon-resin-polishing-pads
https://prodiamondtools.com/products/3-typhoon-resin-polishing-pads

