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G E NE RA L G RI ND I NG

Double Bar Metal Trapezoid
The everyday two-bar trapezoid for general grinding.

Two bar segments for general grinding. The two-bar layout balances weight and
extends tool life while limiting heat buildup.

Balanced
The two-bar layout balances weight on the
plate.

Longer life
Two segments share the load, extending tool
life.

Runs cooler
Limits heat buildup during long grinding runs.

Fits the fleet
Lavina, HTC/EZchange, Redi Lock, bolt-on
and ASL mounts.

W H E R E  I T  FI TS

1 Grind
2 Transition
3 Polish
4 Burnish / maintain

BEFORE First cut: open the slab or remove
coatings

AFTER Next metal grit, then a transition pad
(Super Hybrid copper, semi-metal or
the Cera series)

M A C H I N E S

Planetary grinder
Angle grinder
Floor machine / burnisher
Power trowel
Terrco

S U R FA C E S

Concrete
Terrazzo
Natural stone
Overlays & toppings

A P P LI C ATI O N S

Coating removal
Grinding
Transition
Polishing
Maintenance

JO B S I TE  TI P S

TE C H N I C A L S P E C I FI C ATI O N S

Segments 2 bar

Bonds Extra Soft, Soft, Medium, Hard

Fits Lavina / Edco / Onfloor · HTC / Husqvarna
EZchange · Husqvarna Redi Lock · Bolt-on, 3 ×
M6 (Diamatic, CPS, SASE, Klindex) · ASL / Iron
Horse / Warrior

Speed Planetary 1,800–2,300 RPM · Rotary 300 RPM

Grits 16, 40, 70, 120

O R D E R I N G  I N FO R M ATI O N

Grit Lavina EZchange Redi Lock ASL / Iron Horse

#16 LV2B-16 EZ2B-16 RL2B-16 HD2B-16

#40 LV2B-40 EZ2B-40 RL2B-40 HD2B-40

#70 LV2B-70 EZ2B-70 RL2B-70 HD2B-70

#120 LV2B-120 — — —

— Available; contact sales for the part number.

CONTRACTORS
Ask your distributor for
sequence recommendations
matched to your slab and
machine.

D I STRI BUTORS
Sold through authorized
distributors only. Contact us for
dealer pricing, stocking
programs and product photos
and copy.

OE M  PARTNE RS
We manufacture for leading
tooling brands. Ask about
private-label and custom
specifications.

Pro Diamond Tools
prodiamondtools.com/products/double-
bar-metal-trapezoid
(657) 210-4486 ·
sales@prodiamondtools.com
3000 S Orange Ave, Santa Ana,
CA 92707

Specifications are subject to change without notice. Speeds and tool life are guidelines; results depend on concrete, machine and operator. Product names of other manufacturers are
trademarks of their respective owners and are used only to describe compatibility.

Dry Wet

Match the bond to the slab: softer bond for
hard concrete, harder bond for soft
concrete.
Run each grit until the previous scratch
pattern is fully removed before stepping up.
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